
Sunavin SV310C is a premium near-
edge wax/resin ribbon available in 
white, silver, and now gold — engi-
neered for high-speed printing on 
flexible packaging and coated labels. 
Designed for corner-edge and near-
edge printers, it delivers sharp, vibrant 
color output even at speeds up to 20 
ips. 
 
With excellent print clarity and reli-
able transfer on coated papers and 
select synthetic materials, SV310C is a 
versatile choice across food, pharma, 
cosmetics, and other fast-moving 
industries.

Coated paper labels  

Synthetic papers 

Flexible packaging films 

Tag stocks & tickets 

Flood-coated labels

PET Film Thickness 4.0±0.3 μm

6.5±0.3 μm

2.5±0.3 μm

Near-edge

N/A

90 %

100 %

508.0 mm/s 
(20 ips)

Medium

70 ℃

Ribbon Thickness

Ink Layer Thickness

Color

Compatible Printhead

Darkness

Sharpness

Transfer Sensitivity

Print Speed

Energy Setting

Melting Point

PRODUCT DESCRIPTION
RIBBON PROPERTIES

PRINTING PERFORMANCE

RECOMMENDED SUBSTRATES

CERTIFICATIONS & APPROVALS

White、Silver、
Gold

Color Near-edge  
Wax/ Resin Ribbon

SV310C



®

Temperature 5°C - 35°C（41°F - 95°F）

Humidity 20% - 80% （RH）

Avoid

Direct sunlight 

High temperature & humidityhigh 

Exposure to chemicals

TYPICAL APPLICATIONS

PRINTING QUALITY

RIBBON RESISTANCE

WAX/ RESIN RIBBON SERIES

STORAGE CONDITIONS

Hangzhou Sunavin New Material Co.,LTD
Room 412, 4th Floor, No. 268 Daguan Road, Gongshu District, Hangzhou City, Zhejiang Province, China
WhatsApp/ Wechat：+86 15669559827
E-Mail： grace@sunavin.com
Website： www.sunavin.com

Smudge

Scratch

0° barcode Sharpness

90° barcode Graphics

Abrasion

Solvent

Heat


